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5000 SERIES NO. 2521 NO. 3520 NO. 3535 NO. 2524 NO. 4217 NO. 2320
34" x 15" tall, 160 bs. Base: 36" octagon Base: 48" square Base: 48" square Base: 48" square Base: 54" square Base: 54" octagon
42" x 20' tall, 250 Ibs. Height: 21' Height: 217" Height: 228" Height: 24' Height: 24' Height: 25'
50" x 25" tall, 350 Ihs. Weight: 250 lbs. Weight: 425 lbs. Weight: 770 lhs. Weight: 420 lbs. Weight: 550 bs. Weight: 550 lbs.
60" x 30" tall, 525 Ihs. NO. 4222

Base: 54" square
Height: 29"

Weight: 600 Ibs.
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COMB. NO. 9 COMB. NO 14 COMB. NO. 25 COMB. NO. 15 COMB. NO. 42 COMB. NO. 16 COMB. NO. 23

Base: 72" square Base: 72" square Base: 72" square Base: 72" square Base: 72" square Base: 72" square Base: 72" square
Height: 31'6" Height: 33' Height: 34' Height: 34'9" Height: 35'8" Height: 37" Height: 39"

Weight: 1,000 Ibs. Weight: 1,300 lbs. Weight: 1,140 Ibs. Weight: 1,300 Ibs. Weight: 1,300 lbs. Weight: 1,400 lbs. Weight: 1,400 Ibs.
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COMB. NO. 8
Base: 54" octagon
Height; 26"
Weight: 550 lbs.
COMB. NO. 3
Base: 60" square
Height: 26"
Weight: 630 lbs.

COMB. NO. 27
Base: 72" octagon
Height: 26"
Weight: 700 lbs.
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COMB. NO. 24 NO. W3510
Base: 60" square Base: 60" square
Height; 28' Height: 28'
Weight: 850 lbs. Weight: 1,000 lbs.

NO. 3670
Base: 72" octagon
Height: 31"
Weight: 1,230 Ibs.

COMB. NO. 2
Base: 60" square
Height: 30"
Weight: 650 Ibs.
COMB. NO. 7
Base: 54" octagon
Height: 30’
Weight: 600 Ibs.

COMB. NO. 28
Base: 72" octagon
Height: 316"
Weight: 1,100 Ibs.
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NO. 4424 COMB. NO. 26
Base: 60" square Base: 72" square
Height: 30" Height; 30"
Weight: 620 Ibs. Weight: 1,500 Ibs.
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COMB. NO. 11
Base: 96" octagon
Height: 33'
Weight: 1,200 Ibs.
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NO. 4317
Base: 72" square
Height: 26"
Weight: 750 lbs.
NO. 4322
Base: 72" square
Height: 31'
Weight: 800 lbs.

COMB. NO. 47
Base: 96" octagon
Height: 37"
Weight: 1,800 Ibs.
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COMB. NO. 5 COMB. NO. 33 COMB. NO. 17 COMB. NO. 31 COMB. NO. 18
Base: 96" square Base: 96" square Base: 96" square Base: 96" square Base: 96" square
Height: 33' Height: 34'8" Height: 35'10" Height: 39’ Height: 41'
Weight: 1,380 lbs. Weight: 2,180 lbs. Weight: 2,400 lbs. Weight: 2,380 lbs. Weight: 2,160 Ibs.
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COMB. NO. 21 COMB. NO. 36 COMB. NO. 44 COMB. NO. 34
Base: 120" square Base: 120" square Base: 120" square Base: 120" square
Height: 38" Height: 41' Height: 49'4" Height: 524"
Weight: 2,880 Ibs. Weight: 3,270 Ibs. Weight: 4,670 lbs. Weight: 3,200 Ibs.
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COMB. NO. 40 COMB. NO. 19
Base: 96" square Base: 96" square
Height: 43' Height: 49’

Weight: 1,750 Ihs. Weight: 2,575 Ibs.

LIGHTNING PROTECTION

Must be specified with steeple order. Air terminal and ground
cable are U.L. labeled and concealed in steeple during
fabrication.

LOUVERS & WINDOWS

WHITE COPPER METAL FLAKE* -
4 L '.\.-:.I':'.

OFF WHITE 'BRONZE ' METAL FLAKE*

SAND GOLD METAL FLAKE*

SILVER METAL FLAKE*

COLONIAL CREAM

* Metal Flake colorsradiate an
outstanding luster not shown in print.

Call usfor an actual sample.

ANTIQUE BRONZE

DESCRIPTION
The steeples are fabricated of fiberglass reinforced polyester.
Accessories must be specified.

QUALITY ASSURANCE
Engaged in the manufacture of FRP architectural products for

All steeples are available with non-functional louvers (standalr:’d’f?ars'

functional louvers,or Krinklglas windows.

RAILING SYSTEMS
Available in sizes for any of our steeples. Aluminum rail
sections with fiberglass or aluminum corner post and urns.

STEEPLE CROSSES

MODEL HEIGHT WIDTH
A 26" 19"
B 48" 30"
c 36" 24"
E 60" 36"

F 6" ball for mounting under cross or air terminal
Note: All sizes available in “Standard” or “Celtic” design.

MATERIALS

Fiberglass reinforced polyester has properties within the
following ranges:

Flexural Strength ASTM D-790
Tensile Strength ASTM D-638 10,000 — 14,000 psi
Compressive Strength ASTM D-695 18,000 — 27,000 psi
The units are reinforced to prevent warping and buckling of

surface panels with adequate strength to withstand wind
velocity of up to 100 mph.

Finish: The units have a smooth, UV-resistant, high-
gloss polyester gel-coat finish. Colors must be specified.

18,000 — 29,000 psi
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SERIES 400
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Model Numbers

Depth 3'6"
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410 412

[T} Iy (III

420 411

M | 1

430 422
Symbol
indicates 1/2" x 12" x 72" [[[[
view window. Approximate
water capacity 850 gallons. 421

PORTABLE BAPTISTRY
FEATURES:

= Can be used as a baptistry, communion

table or business table
= Requires only 100 gallons water
= No plumbing required
» Lifetime molded fiberglass
construction

= Only 31" wide for access through
most doors

= Candidate baptized from sitting
position
= Minister remains outside baptistry
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SERIES 500
‘ 16'5"
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Model Numbers
m m
510
L0 )
520
— I
[T i
530
Symbol
indicates 1/2" x 12" x 72"
view window. Approximate
water capacity 1200 gallons.
SERIES 900
| e |
S
L, (0 (o
Depth 3'6"
Model Numbers
M0 [T (0 “ [
950 970
[ M (I “ [m
955 975

SYMD0| e— indicates 1/2" x 10" x 60" view window.
NOTE: Models 970 and 975 include a fixed candidate’s seat and a recessed
back lip that may be used when minister officiates from a dry area behind
the baptistry. Allow a minimum 2 ft. passageway behind the baptistry.

Approximate water capacity 475 to 500 gallons.

AQUA

BLUE

WHITE

OFF WHITE

SERIES 600

g

— 4'6" ﬂ

Model Numbers
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610 620
630
635 634
645 644
643 642 633 632
641 631 606 605
616 615 602 601
612 611 604 603
SYMDO| e— indicates
1/2" x 10" x 60" view window.
Approximate water capacity 575 to
614 613 750 gallons. Tank Size: 4’5" x 5'9"
SAND

COLONIAL CREAM






